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Step Procedures 

CAUTION  

DO NOT remove factory-installed waveguide combiner from 
outpout of CSAT. Improper installation will damage the unit and 
void the warranty. 

29 Install the assembled waveguide switch (Figure C-16) and waveguide 
gaskets. 

30 Secure assembly with bolts, lock washers and flat washers from 
hardware kits supplied with each CSAT (not shown, PN AS/0402-2). 

 
           
 

 
  Figure C-18. Observe for Gap         Figure C-19. Installation of the Waveguide Switch. 

 
 
 
 
 
 
 
 
 
 
Figure C-20.  Waveguide layout 
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C.6  CABLE INSTALLATION 
 Refer to Figure C-21. 
 

Care should be exercised in cable installation. Install the cables using the most 
direct route and secure with clamps and ties. Avoid all sharp bends. 
 
Cable connectors used in outdoor applications must be sealed to avoid leakage, 
particularly N-type connectors. Moisture can seep into junctions at the plug end of 
the connector, between the fixed and movable parts, and where the cable connects 
to the connector.  
 
Signal attenuation and possible loss of signal can occur in the presence of 
moisture. All cable junctions must be sealed with a self-amalgamating tape, such 
as 3M, Type 23 Scotch Self-Amalgamating tape, or equivalent, including military 
style (MS) connectors. 
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C/S = CUSTOMER - SUPPLIED

 
Figure C-21.  Cable Installation 
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NOTES: 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

METRIC CONVERSIONS 
 
 

Units of Length 
 

 
Unit 

 

 
Centimeter 

 

 
Inch 

 

 
Foot 

 
Yard 

 

 
Mile 

 
Meter 

 

 
Kilometer 

 
Millimeter 

1 centimeter — 0.3937 0.03281 0.01094 6.214 x 10-6 0.01 — — 

1 inch 2.540 — 0.08333 0.2778 1.578 x 10-5 0.254 — 25.4 

1 foot 30.480 12.0 — 0.3333 1.893 x 10-4 0.3048 — — 

1 yard 91.44 36.0 3.0 — 5.679 x 10-4 0.9144 — — 

1 meter 100.0 39.37 3.281 1.094 6.214 x 10-4 — — — 

1 mile 1.609 x 105 6.336 x 104 5.280 x 103 1.760 x 103 — 1.609 x 103 1.609 — 

1 mm — 0.03937 — — — — — — 

1 kilometer — — — — 0.621 — — — 

 
 

Temperature Conversions 
 

 
 
 
 

 
Units of Weight 

 
 

Unit 
 

 
Gram 

 

Ounce 
Avoirdupois 

 

Ounce 
Troy 

 

Pound 
Avoir. 

 

Pound 
Troy 

 
Kilogram 

1 gram — 0.03527 0.03215 0.002205 0.002679 0.001 

1 oz. avoir. 28.35 — 0.9115 0.0625 0.07595 0.02835 

1 oz. troy 31.10 1.097 — 0.06857 0.08333 0.03110 

1 lb. avoir. 453.6 16.0 14.58 — 1.215 0.4536 

1 lb. Troy 373.2 13.17 12.0 0.8229 — 0.3732 

1 kilogram 1.0 x 103 35.27 32.15 2.205 2.679 — 

 
 

 
Unit 

 
° Fahrenheit 

 
° Centigrade 

 
 

32° Fahrenheit 
— 

0 

(water freezes) 

 

212° Fahrenheit 
— 

100 

(water boils) 

 

-459.6° Fahrenheit 
— 

273.1 

(absolute 0) 

 
Formulas 

 
 

C = (F - 32) * 0.555 
 

 
F = (C * 1.8) + 32 
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