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Scope

This document describes the procedures and steps for upgrading the Advanced VSAT
series modems from current firmware levels to the following:

e CDD-880 1.4.7
e CDM-8401.4.7

Note: VMS 3.11.1 is required to support 1.4.7.

1. Reference Material

The following CEFD manuals will be useful for more detailed instruction on performing
the upgrades:

e CDM-800 Installation and Operation Manual MN-CDM800 Revision 1
e (CDD-880 Installation and Operation Manual MN-CDD880 Revisionl
e Vload User Guide MN/22117 Revision 1

Step 1: Preloading Modem Firmware

Preload the new firmware versions in the offline slot in each of the modems using Vload.
This can be done at any time prior to commencing the maintenance window for the upgrade
providing there is sufficient excess bandwidth in the outbound carriers so as not to impact
customer SLAs. Select each of the modems and follow the steps shown below.

If you are not acquainted with Vload this procedure is explained in detail under “Saving
Images to Units” on page 3-15 of the User’s Guide described under the reference section.
Since the latest firmware is compatible with all versions currently running there is no risk of
the modems booting up with the new firmware, or having to upgrade a remote that was not
online during the maintenance period when the hub is upgraded.
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Step 2. Reboot the CDD-880 Hub units to the 1.4.7 firmware

Using the VMS device Configuration, enable Link Adaptation (ACM) control for all available
demodulators, IP addresses are not necessary. Note on 880’s with ECM enabled do not enable ACM
on demodulator #1.

Note: Enabling ACM on the CDD-880 allows lock status information to be sent to the associated
CDM-840 to improve dSCPC performance. ACM must be enabled on both the CDD-880 and the
CDM-840 for Return Link ACM to be fully operational.

( ™
# ° cdd880 Configuration Sheet P S|
General
=) Network Link Adaptation
H Interfaces E:, - N
Routes Demod # Enable Remote IP Addr...
ARP )
S WAN 1 Disabled 0.0.0.0
ACM 2 Enabled 0.0.0.0
ECM 3 Enabled 0.0.0.0
BERT 4 Enabled 0.0.0.0
NMS 4 Enabled 0.0.0.0
=- Devices 5 Enabled 0.0.0.0
Demod 1 6 Enabled 0.0.0.0
- Demod 2 7 Enabled 0.0.0.0
Demod 3 8 Enabled 0.0.0.0
Demod 4 9 Enabled 0.0.0.0
Demod 5 10 Enabled 0.0.0.0
Demod 6 11 Enabled 0,0.0.0
- Demod 7
Demod 8
Demod 9
i Demod 10
Demod 11
- Demod 12 Modify |
1l LNB

l o) e |

Step 3: Reboot the CDD-880 Hub units to the 1.4.7 firmware

Using Vload select each CDD-880, refresh the image and double click on the entry in the
display. This will open a window that shows what firmware is located in each slot.
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i Vicad [= = |
S e
#Total: 32
=
Add Remove Add All Refresh
= # Selected: 1 | | | |
EF DATA EEERIN.
- IP Address | Type | Serigl # | App Ver | Base Ver =
010,075.003.001  CDM340 111414310
@ application " Configuration  {~ Base Modem 010.075.002.001  CDMa340 111414819 =
010.075.001.001  CDM340 111414310
010.075.000.111  CDMB00
010.075.000.110  CDMB00
File Selection: Browse | 010,075.000.102  CDD&30 121540871
- - - 010.075.000.101  CDD&80 111406508 1.4.6
I C:\SVN Repository\Advanced VSAT Series\Combined_Package_Re 010.001.142.002 CDDS84 51875755
| 010.001.142.001  CDMS570L 51972715
FW-0000423M, 1.4.4, 10/15/12 22:41:f = - d N
f ! SIS % Unit Information: 010.075.000.101 L= ] |
| )
. 2
| Actions: CDD-880: Type=CDD380, Networkld=20, SerialNumber=111406508 _—
Applic: Version=1.3. 1, BuildId=: Build ID 001
TiEEEEES 1 Applic: CurrentBoot=Image 1, NextBoot=Image 1, Save=Image2
Image 1: Name=FW-0000423P, Version= 1.4.6 h 2013
Image2: Name=FW-0000423M, Version= 1.4.4, Creation=Mon Oct 15 22:41:38 2012
Get Application Clear
Close | View Log |
y
Put Application Reset Exit

Figure 1 — Verifying the Modem image with 1.4.7 firmware

Once you have determined which image the firmware is in click on Reset on the Vload GUI
and Select the Image that has the 1.4.7 firmware. Then Click ok to reboot the box to the new

image.

Put Reset Request 010.001.032.001 e
—Reset Type —14-'*|- Select App Image to Run
% Hard Reset & Image #1  { Image #2

" Soft Reset

[T Select Base Modem Image to Run

{” Go to Home State

g Irage #1 & Image #2

Pratacal
’Vr' Streamloadl (% Streamloadz

2 —‘ Ok | Cancel |

Figure 2 - Selecting the App image and resetting

Before continuing wait for all of the remotes to recover and switch back out.
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Step 4. Reboot the CDD-840s to the 1.4.7 image

Using the procedure as shown above, reboot the CDM-840s to the new firmware. Before
continuing wait for all of the remotes to recover and switch back out.

Comtech EF Data Page 6 of 6



