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Applicability 

 

Bulk release FW/5377AF (1.164), includes bulk firmware. 

 

 
Revision History 

Rev # Description Date 

N Initial Comtech Release 03/12/2009 

P ASI clocking modification 04/14/2009 

R Added Average Power output in adaptive mode;  Implemented data loss switching to 

be configured 

10/09/2009 

T Addressed DirecTV issue regarding undesired major alarm assertion when mpeg 

packets become available to the COP3 interface. 

1/19/2010 

U Fixed reporting of buffer alarms and buffer pointer initialization 03/09/2010 

V No longer reporting major alarms when GIGE traffic is reasserted in 

DTV_NBC_AMC network spec per customer. 

04/16/2010 

W Fixed undesired switching of RF redundancy switch on power-up. 06/17/2010 

Y Addressed issues regarding GIGE PIIC flash programming, ACM crest factor power 

compensation and ASI OUT PIIC operation. 

09/01/2010 

AA Added support for DSS_OVER_IP_TERR_FRAMING. 12/16/2010 

AB Corrected spurious output when in CW mode. 

Corrected LVDS PIIC  

03/28/2011 

AC Modified RLLP Modulator Config Command and Query messages to include AEQ 

Enabled and Coef File name to accommodate use with RCS20. Fixed bug with MAC 

address.  Added UnitId to front panel and SNMP. Added SNMP support for AEQ 

Enabled and Coef File name. 

Fixed bug in BootP and SNMP agent code where reception of an ICMP dest 

unreachable pkt causes excessive CPU consumption and system reboot from watchdog 

starve. 

08/12/2011 

AD Modified MDTV.rbf, MDVBS.rbf and MDVBS2.rbf to pass zeros to mod DACs 

when in CW thus reducing spurs. 

11/15/2012 

AE Implemented Carrier ID 04/26/2013 

AF Implemented 10% roll-off filter, verified with AutoEQ 12/10/2013 
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Introduction 

The primary purpose of the DM240XR FW/5377 Rev AF is to implement support for 10% roll-off filter, 

verified with AutoEQ. 

 

New Features 

1. Implemented 10% roll-off filter, verified with AutoEQ. 

 

2. Corrected issue with lock detect of external reference clock. 

 

 

Known Issue(s) In This Release 

None 

 

 


