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Applicability

This is the release notes for CMR5990 Version 1.3.2 (fw13130A). This release includes:

1. upgrade file to Version 1.3.2 (fw13130A),

2. full image Version 1.3.2 (fw13130A) image,
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- Version 1.3.1 May 14, 2007 Randy Montgomery
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Upgrade

e Version 1.3.2 is strongly recommended for all field-installed systems. This release
includes a single upgrade file that must be downloaded to the unit from a TFTP server
through the upgrade screens on the HTTP or CLI interfaces.

e Reference the CMR5990 Upgrade Instructions V132.pdf for details.

Features and Functional Enhancements

Version 1.3.2 is a maintenance release. Therefore, there are no feature enhancements.
Maintenance Fixes

This maintenance release addresses the following issues:

1.) Prevents the unit from resetting when the Username and Passwords exceed the length of
the field
2.) Ensures the factory restore process produces the correct values (unit name, type, etc.)
when invoked
3.) Modified the ARP processing:
a. Operating system has access to the ARP cache
b. Only static entires are kept in the local ARP table
c. ARPs are replied to only when in the local subnet
4.) Added additional diagnotics in the event corrupted MPE/IP packets are received
5.) Corrected the handling of inband management packets. Packets being received over the
inband path would cause buffers to be used and not returned as free memory, resulting in
the unit locking up
6.) Reject all ICMP except for ICMP Echo Request
7.) Changed tuner MAC address from “TSD MAC” to “Satellite MAC Address”
8.) Lowered symbol rate in DVB-S2 from 6 Msps to 2 Msps

Backward Compatibility
A CMR5990 unit running V1.3.2 is verified compatible with units running pre-V1.3.2 firmware.

Known Issues

Issue: None
Workaround: None
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