Appendix A. SOFTWARE
UPGRADE

Al

Introduction

The MR-S2 receives upgrades via Trivial File Transfer Protocol (TFTP) transmission. Comtech EF Data
recommends using the Solarwinds TFTP server application (available at
http://support.solarwinds.net/updates/SelectProgramFree.cfm) for upgrading the product.

This upgrade includes 3 files:
e mrs2.bin (application)
e mrs2fpga.bit (FPGA)
e redboot_mr38400.bin (boot loader)

It is important that all 3 files are updated. The ability to update the boot
loader (redboot_mr38400.bin) file from the web and terminal interfaces
is a new feature of the 1.4.2 software, so please update in this order:

1) Update the application (mrs2.bin) and FPGA (mrs2fpga.bit) files first
2) Reboot

3) Update the boot loader (redboot_mr38400.bin)

4) Reboot

NOTE

Once the TFTP server is enabled and the new file (Application or FPGA or Redboot) has been copied to
the TFTP server, follow the procedures described in sections A.2 and A.3 to upgrade the unit.



http://support.solarwinds.net/updates/SelectProgramFree.cfm
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A.2 Web Interface
Access the Administrative Configuration menu:

2} Comtech EF Data - Microsoft Internet Explorer

File Edit View Favorites Tools Help

GBack + = - D at | Qisearch [GjFavorites EfMedia {3' - S

Address I@j http:/{192.168.12.104/admin.htm

Dig : RO
HOME ADMIN [REDUNDANCY |[NETWORK EGRESS [IGMP
UNICAST MPEIP MPEG-TS SVC FILTER |TUNER |STATS

Tuner Statistics
ﬁp. 8dB Emds szdsm _Patresh |

Administrative Configuration
[SNMP] [VLOAD] [SYSLOG]

Unit Name: * |CMR-5330
OS Version: eCOS 2.0
App Version: 1.4.2
FPGA Version: 2.0.0.12

User Name: * Icomtech

Password: * I

Confirm Password: * |

System Contact: * [comtech

System Location: * [comtech
Enable Telnet:* v
Submit | Cancel Reset Unit I Display Config

Press submit to make changes
* Indicates a required field

Update Firmware

Unit TFTP Server IP Address: * | /
Image Type:* |App|ication 'I

Enter server IP and select type, then press Update
* Indicates a required field

Update |

=
@ [ [ [ [ mtemet 7
Step Procedure

1 In the Update Firmware section, enter the Unit TFTP Server IP Address.

2 Select Application or FPGA or Redboot for the Image Type to be upgraded.

3 Select Update. The software update will begin to download.

Do NOT power down the unit during the upgrade process.
IMPORTANT
4 Once the unit is upgraded, select Reset Unit.
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A.3 Telnet or Terminal Interface

Access

the Admin Menu:

5 Tara Term - COM1 VT

File Edit 3Setup Control indow  Help
~
Administration Menu
(N> Unit Mame..._.___.......... [CHR-5%9@1
0% Uersion.-._....._.....-- [eCOS 2.81
App Version......ccccuuan [1.4.21
FPGA Version...cccceeannns [2.8.8.121
CU> Username....ccceeennnnnns [comtechl
(P> Password...ccceennnnnnnnn [ ee-e-e- e e 36 3¢ |
CC) System Contact........... [comtech]
C¥> System Location.......... [comtechl
(I> SMMP zerver IP addres=z...[0_8.8.01
CW> SMMPF RAW Community.._._.._.. [ 96 S-S oo o-SaE- oo oE-SuE--TaE-SaE - JuE- e PRI ]
(0> SNMP R0 Community....... [ 00300203 |
(T> Enable Telnet............ [Yes]
<U>» Uload Configuration Menu
¢F>» Display Config
D> Download Image
(M> Auto Logout and Port Menu
(G) Syslog Configuration Menu
CR)eReset lUnit |
(A7 Load Factory Defaults
5
(L} Load Configuration
(5> Save Configuration
Pleaze select an option or X for previous menu —> d R
Press (Esclape key to abort changes
Image type <1=Application, 2 = FPGA, 3 = Redbootl>: 1
FTP Sevver IP Addres=s: 192_168.141_18 o—
Retrieving mps2_bin...
Received 244112 bhytes
Erasing and Programming...
pgl"ade cumplete /
Press any key to continue
w
4 >
Step Procedure
1 Select (D) for Download Image.
2 For “Image type”, enter: 1 for Application or 2 for FPGA or 3 for Redboot.
3 Enter the TFTP IP server address. The software update will begin to download.
Do NOT power down the unit during the upgrade process.
IMPORTANT
4 When the upgrade is complete, Press any key to continue.
5 Select (R) for Reset, then ‘Y’ to confirm the reset
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Notes:




