TURBOIP-45™ VVERSION 5.1.1 UPGRADE INSTRUCTIONS

Version 5.1.1 Upgrade Files
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The currently installed version can be found by:
Serial port - the version will be displayed in the upper left corner of all menus.

Web - select Administration/Upgrade turbolP-45.

Version 5.1.1 is recommended for all field-installed rurbolP-45 systems. Upgrades can
be done using the “Upgrade” screens on the HTTP or CLI interfaces.

The Version 5.1.1 release package contains this document, the Release Notes, and the
following files;
Fw12995F_From_471_Upgrade.zip - Version 5.1.1 upgrade image
Fw0000013F.mib - MIB file for Version 5.1.1 SNMP monitoring
Fw0000014F.mib - MIB file for Version 5.1.1 SNMP monitoring

IMPORTANT NOTES




¢ Do not “unzip” the upgrade file since it is in a proprietary format.

¢ The MIB files are only needed for SNMP monitoring and should be compiled
on a MIB Browser or SNMP NMS monitor PC.

Backward Compatibility

A turbolIP unit running V5.1.1 is verified compatible with turboIP units running V4.5.X
and greater. No guarantee is being provided, at this time, that V5.1.1 will be compatible
with versions before V4.5.X. However, to avoid performance degradation and future
compatibility issues, a network-wide upgrade of all units to V5.1.1 should be performed.

TurbolP-45 Upgrade Procedure

The turbolP-45 can be upgraded by one of two methods; using an FTP server with the
upgrade file or by placing the upgrade file on the same PC that you are using to web
browse the turbolP-45. From the Admin page, select Upgrade turbolP-45 and then select
the preferred method.

turbolP-45 Upgrade Procedure using an FTP server
To upgrade the turbolP-45 by FTP, the upgrade file needs to be placed on an FTP Server.

Configure your FTP Server with a login name and password with the Home Directory set
to the location of the upgrade file — fw12995F_From_471_Upgrade.zip

The upgrade will be from V4.7.1 using the fw12995F_From_471_Upgrade.zip file.

In this example, the file has been renamed to upgrade.zip.
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Unit ID: 4719-2020-3B06-1106-B700-06B7-1007-1136-FWFD

Use the function to upgrade the unit's software.
Field Description
User Name Enter the login name for the FTP Server.
Password Enter the password for the FTP Server
FTP Server Enter the IP Address for the FTP Server (eg. 10.10.10.1)
File Enter the File name of the upgrade package (and the pathname if
the file is not located in root directory)
Fila: |l4rhnIP|-'upgradE.aip
When ready, pressing will force the unit to attempt to

connect to the FTP Server and load a new image.
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Once the upgrade completes successfully, the following EULA message is
displayed:

| ) turbolP License Agreement - Microsoft Internet Explorer

idress [@] hitp:/f172.18.20,30/UpgradePreLicense. cgiFTF

End User License Lgreement

IMPORTANT — READ THESE TERMS CAREFULLY BEFORE
USING THIS SOFTWARE. BY CLICKING THE "ACCEPT™
ECX AT THE END OF THIZ PAGE AND USING THIS
SOFTWARE, YOU ACENOWLEDGE THAT YOU HAVE READ THIZ
ENDI USER LICENSE AGREEMENT (M"EULA™), THAT ¥OU
TMNDERSTAND IT, AND THAT YOU AGREE TO BE BOUND EY

IF YOU DO NOT AGREE TO THE TERMS AND
CONDITIONS OF THIS EULA, CLICKE ON THE "DECLINE"™
EOX LT THE END OF THIS PAGE AND THE SOFTWARE WILL
NOT BE ACTIVATED.

IF YOU ARE EMPLOYEE OF A COMPANY AND/OR ARE
ACTIVATING THIZ SOFTWARE AT THE RECUEST OF, AND

DEGUINE I ACGEPT,

After accepting the EULA, the following message is displayed:
Upgrade Complete!

The turbolP will now reboot.
You will need to Power cycle the TurboIP-45 to go to Version 5.1.1.
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TurbolP-45 Upgrade Procedure using Upload Upgrade

To upgrade the turbolP-45 by FTP, the upgrade file needs to be placed on same PC that
you are using to web browse the turbolP-45. Click “Browse” to select the path to the
directory containing the upgrade file.
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Click "Browse" to select the upgrade file:

Upgrade File: | Erowse... |
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When ready, select and the upgrade file will be loaded on

turbolP-45.
/3 turboIP Upgrade - Microsoft Internet Explorer 1Ol =l
File Edit View Favorites Tools Help ﬁ
@omrEct.,., turbolP
Acceleration . Interface Rout aoeleative Admi

Upgrade in Progress.




Once the upgrade completes successfully, the following EULA message is
displayed:

Z} turbolP License Agreement - Microsoft Internet Explorer

fddress ahttp:,l’,l’172.lB.20.SDIUpgradePreLicense.cgi?FTP

End User License Agreement

IMPORTANT - READ THESE TERMI CAREFULLY EEFORE
USING THIS SOFTWARE. BY CLICKING THE "ACCEPT"
EOX AT THE END OF THIZ PAGE AND U3ING THIS
SOFTWARE, YOU ACENOWLEDGE THAT YOU HAVE REALD THIS
END USER LICENSE AGREEMENT ("EULA™), THAT ¥OU
UNDERSTAND IT, AND THAT YOU AGREE TO BE BOUND BY

IF YoU Do NOT AGREE TO THE TERME AND
CONDITIONS OF THIS EULL, CLICK ON THE "DECLINE"™
EOX AT THE END OF THIS PAGE AND THE SCOFTWARE WILL
NOT BE ACTIVATED.

IF YOU ARE EMPLOYEE OF A COMPANY AND/OR ARE
ACTIVATING THIS SOFTWARE AT THE REQUEST OF, AND

DECLINE I ACCEPT,

After accepting the EULA, the following message is displayed:
Upgrade Complete!

The turbolP will now reboot.

You will need to Power cycle the TurboIP-45 to go to Version 5.1.1.
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TurbolP-45 Upgrade Troubleshooting

If the upgrade process fails, the failure may be due to any of these causes:
¢ Incorrect username / password

® Incorrect FTP server IP address

¢ File does not exist

e Specified file is not a valid upgrade file

Appropriate messages are displayed in each case. For example, if the file is not a
valid upgrade file or has been corrupted, the following message is displayed:
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Contact CEFD Network Product Support cdmipsupport@comtechefdata.com if

there are any difficulties or questions about upgrading your turbolP-45.




